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VRLA Rechargeable Battery
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FEATURES

Maintenance free(no water topping-up required)
No free acid(Non-spillable battery)
Can be used in any orientation(excluding used inverted)

Measures nnovation

Technology Values

APPLICATIONS

UPS

Power Packs
Fishing Lights

Absorbent Glass Mat technology for efficient gas recombination
Service Life — 5-7 Years.
According to Eurobat (20 °C) — General Purpose

SPECIFICATIONS

Laboratory Equipment

Nominal Voltage 12V
Nominal Capacity 7.2Ah @ 20 hour rate F.V.(1.75V/cell) ®
Approx. Weight 2200g(4.85Ibs.) N
Terminals T2 (Faston Tab 250) T1 is optional MH19884
Internal Resistance =<25m() (Fully Charged )
Max. Discharge Current 108 A (5 sec.)
Max. Charge Current 216 A c E
Operating Temperature Range Charge : 0°C~40°C(32°F~104°F)

Discharge : -20°C~50°C(-4°F~122°F)

Storage. : -20°C~40°C(-4°F~104°F) ® |EC 61056-1
Container Material Standard: ABS( UL94 HB) ~ BC7.2-12 ® JIS C 8702-1

Optional: Flame Retardant ABS(UL94 V-0) BC7.2-12FR | ® GB/T 19639.1

B Length (&
151+1.5 (5.94+0.06) @ ® Terminal T1 ® Terminal T2
m Width b 201 s
65+1.5 (256i006) 151+ 1.5(5.94 £ 0.06) 65 + 1.5(2.56 + 0.06) = g Ez{} g
. . i ) - - u':: : 8
B Container Height s g
+1. 3.70+0.06 gl s §:35(0.25) 7.95(031)
9415 ( ) i e sy,
B Total Height z S
100+2.0 (3.94+0.08) e
P Dischereel 5 Min 10 Min 15Min | 30 Min 1 Hr 3 Hr 5 Hr 10 Hr 20 Hr
1.80V 260 191 153 913 524 20.40 14.47 8.08 4.26
1.75V 301 208 160 94.8 54.0 20.81 14.69 8.21 432
1.70V 320 215 166 97.0 54.9 21.00 14.77 8.25 4.34
1.65V 334 220 170 98.3 55.6 2115 14.82 8.27 436
1.60V 346 224 173 99.4 56.2 2127 14.86 8.27 4.36
S Dischereel 5 Min 10 Min 15Min | 30 Min 1Hr 3 Hr 5 Hr 10 Hr 20 Hr
1.80V 235 16.9 13.4 7.75 4.40 175 1.205 0.674 0.355
1.75V 27.7 18.3 14.0 8.03 4.54 1.78 1.204 0.684 0.360
1.70V 204 18.9 14.4 8.22 4.62 1.80 1.230 0.687 0.362
1.65V 30.7 19.3 14.7 8.34 4.67 1.81 1.235 0.689 0.363
1.60V 317 19.7 15.0 8.42 472 1.82 1.238 0.689 0.363
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For operation, please refer to the instruction from technical manual.






